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OWNER’S MANUAL and OPERATING INSTRUCTIONS for

Model T-100ST & T-100SP

Portable, Oilless Heavy Duty Air Compressor
WOB-L PISTON COMPRESSOR

GENERAL DESCRIPTION

Performance in tandem with portability makes the Renegade
T-100 our finest, most convenient tank compressor which

is perfect for the professional, as well as the serious do-it-
yourselfer. This compressor includes air storage tank, and an
automatic pressure switch control.

SPECIFICATIONS :
VOIAGE .vevvcrvererreresesssssessss ocessssssssmemseessesessessessssseseemeensessens 115V, 60Hz

Starting Voltage (Min.) ....cc.creerrenmeiirresennisanssnnnnssessscssnssnanns 95V
Fuse Requirements................... .15A
Safety Valve Setting .........coccvvcennnee 165 PSIG (1138 KPa)
Air Displacement .........cccoenininicnniciinnnne 6.3 CFM (178 LPM)
AirDelivery ... csenarcnesrssasnenas 3.1 CFM @100 PSlI
............. (87.8 LPM @ 689.5 KPa)
Amps at Working Pressure ..., 13A
Automatic Control ..........cccneerervcnnenensnminiccnnenins Starts @ 110 PSIG
... (758 KPa)
Stops @ 135 PSIG
... (931 KPa)

Tank Size T-100ST........ccamirinnenacceacesacens Twin 2 Gal./Total 4 Gal.
Tank Size T-100SP.........cccccercerrrreercnmmirscsciinanns Pancake tank 3 Gal.
Shipping Weight.............. T-100SP, 56 Ibs............ T-100ST, 71 Ibs.
L0 (o [ 6ft. (1.83 M)

PSI = Pounds Per Square Inch CFM = Cubic Feet Per Minute
KPa = Kilopascals LPM = Liters Per Minute
APPLICATION

Ideal as primary or secondary air source for almost any
operation. Particularly suitable for shops, garages; and
factories where repetitive use demands high reliability.

For service contact the dealer from whom you
purchased the compressor.

To place parts orders, provide the model data located
on the nameplate of the compressor and call our
National Parts center at 1-800-323-0620.

GENERAL MAINTENANCE AND SERVICE

A WARNING: Read and understand the information in this
owner's manual before operating air compressor.

1. The compressor should be located in a dry, clean, and well
ventilated area.
2. Inspect before use: hose, plug, and cord for signs of damage.

Do not use if a deficiency is found. Contact your nearest service

center for replacement parts. Never operate a damaged unit.

3. Do not tamper with safety valve as it has been factory set.
Any adjustment with this valve could cause serious injury.

4. This air compressor needs no lubrication. Applying oil to any
part could result in polluted air delivery to the air-handling
equipment.

5. Compressed air must never be aimed at anyone because it can
cause serious injury. Keep children away. WEAR EYE
PROTECTION.
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6. All air compressors generate heat even under normal operating

conditions. To avoid serious burns, never touch the air com-
pressor during or immediately after operation.
7. When unit is not in use, wrap cord around compressor and
store in dry place. Do not abuse cord.

8. Before servicing, cleaning or removal of any part, shut off power

and relieve pressure from tank.

9. This system produces 135 PSI. To avoid rupture and injury, do
not operate this pump with components rated less than 135
PSI working pressure (including but not limited to spray guns,
hose and hose connections without pressure regulator).

If warranty service or repair is needed contact your nearest

authorized service center. If one does not exist contact the

factory. Unauthorized repairs or teardown of the unit will void

factory warranty.
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