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OWNER'S MANUAL and OPERATING INSTRUCTIONS for 

Model T-30 SERIES 
Portable, Oilless Heavy Duty Air Compressor 

WOBeL PISTON COMPRESSOR 

GENERAL DESCRIPTION 
Performance in tandem with portability makes 
the T-30 our finest, most convenient tank 
mounted compressor which is perfect for the 
professional and serious do-it-yourselfer. This 
compressor includes air storage tanks,and an 
automatic pressure switch control. 

APPLICATION 
Ideal as primary or secondary air source for 
almost any operation. Particularly suitable for 
shops, garages; and factories where repetitive 
use demands high reliability. 

FOR SERVICE AND PARTS 
For service contact the dealer from whom you 
purchased the compressor. 
To place parts orders: Provide the model data 
located on the nameplate of the compressor 
and call our national parts center. 1-800-323- 
0620 

Part No. 636934 Rev. AA 07/02 

SPECIFICATIONS 
Voltage ..................................................... 11 5 V. 60 HZ 
Starting Voltage (min.) .................................. 90 V 
Fuse Requirements .................................. 15 A (min.) 
Safety Valve Setting ............... 140 PSlG (965.3 KPa) 
Air Displacement ...................... 4.8 CFM (135.6 LPM) 
Air Delivery .................................. 3.35 CFM @ 50 PSI 

(94.8 LPM @ 345 KPa) ............................................. 
2.85 CFM @ 80 PSI .................................................. 

(80.7 LPM @ 552 KPa) ............................................ 
2.75 CFM @ 100 PSI ................................................ 

(77.9 LPM @ 689.5 KPa) ......................................... 
Amps at Working Pressure ............................. 10.5 A 
Automatic Control ....................... Starts @ 100 PSlG 

.............................................................. (689.5 KPa) 
Stops @ 125 PSlG ................................................... 

.............................................................. (861.9 KPa) 
Tank Sizes ......................... 2 Gal. EACH (Total 4 Gal.) 

........... ................ T-30HP Total 4.5 Gal. 
Weight ........................ TSOWT ...................... 64 Ibs. 

........................ ...................... TSOST 62 Ibs. 

....................... ........................ TSOHP 60 Ibs. 
Cord ......................................................... 6 ft. (1.83 M) 
PSI = Pounds Per Square Inch 
KPa = Kilopascals 
CFM = Cubic Feet Per Minute 
LPM = Liters Per Minute 
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GENERAL MANITENANCE 
AND SERVICE 

A WARNING: Read and understand the informa- 
tion 
in this owner's manual before operating air 
compressor. 

1. The compressor should be located in a dry, 
clean, and well ventilated area. 

2. lnspect before use: hose, plug, and cord for 
signs of damage. Do not use if a deficiency is 
found. Contact your nearest service center for 
replacement parts. Never operate a damaged 
unit. 

3. Do not tamper with safety valve as it has 
been 
factory set. Any adjustment with this valve 
could cause serious injury. 

4. This air compressor needs no lubrication. Apply 
ing oil to any part could result in polluted air 
delivery to the air-handling equipment. 

5. Compressed air must never be aimed at anyone 
because it can cause serious injury. Keep chil- 
dren 
away. WEAR EYE PROTECTION. 

6. All air compressors generate heat even under 
normal operating conditions. To avoid serious 
burns, never touch the air compressor during or 
immediately after operation. 

7. When unit is not in use, wrap cord around com- 
pressor and store in dry place. Do not abuse 
cord. 

8. Before servicing, cleaning or removal of any part, 
shut off power and relieve pressure. 

9. This system produces 125 PSI. To avoid rupture 
and injury, do not operate this pump with compo- 
nents rated less than 125 PSI working pressure 
(including but not limited to spray guns, hose and 
hose connections without oressure reaulator). 

If warranty service or repairs are needed con- 
tact you nearest authorized service center. If 
one does not exist contact the factory. Unau- 
thorized repairs or teardown of the unit will 
void factory warranty. 

SETUP 
Location of Air Compressor 
Operate air compressor in a clean, dry and well 
ventilated area. The air filter must be kept clear of 
obstructions which could reduce air flow to the 
comoressor. The air compressor should be located 

at least 12" away from walls or other obstructions 
that could interfere with the flow of air. 

Extension Cords 
To avoid voltage drop and power loss to motor, use 
additional hose instead of an extension cord. If an 
extension cord must be used, use only a 3-wire 
extension cord equipped with a 3-blade grounding 
plug and a 3-slot receptacle that will accept the 
plug on the compressor. Make sure the extension 
cord is in good shape. 

MINIMUM GAUGE FOR EXTENSION CORDS 
CORD LENGTH 25 FEET 50 FEET 100 FEET 150 FEET 

GUAGE 16 14 10 8 

NOTE: Wire size increases as gauge number 
decreases. 

A Grounding Instructions 

WARNING: Improper grounding can result in 
electrical shock. In the event of a short circuit, 
grounding reduces the risk of shock by providing 
an escape wire for the electric current. The air 
compressor must be grounded. 
The air compressor cord is equipped with a ground- 
ing wire and appropriate grounding plug. The plug 
must be used with an outlet that has been installed 
and grounded in accordance with all local codes 
and ordinances. The outlet must have the same 
configuration as the plug. Do not use an adapter. 
Do not modify the plug that has been provided. If it 
does not fit the available outlet, the correct 
grounded outlet must be installed by a qualified 
electrician. 
Inspect the plug and cord before each use. Do not 
use compressor if there are signs of damage. 

GROUN~ING PIN 
L 1 






















